


UDU SERIES HI-CAPACITY URETHANE ON DUCTILE IRON WHEELS

BESTWAY CUSTOM POLYURETHANE WHEELS

Our unique UDU Series wheels are the best high-capacity Polyurethane tread wheels available
on the market.  Designed specifically for use with our heavy-duty PATENTED Double Ball
Kingboltless casters, these wheels feature an extremely hard Polyurethane tread bonded to a
core made from our high performance Ductile Iron wheels.  The resulting wheel has an
extremely high load bearing capacity combined with the floor protective properties of a
Polyurethane tread wheel.  

At Bestway we know that "off the shelf" products often just won't work for those special applications.  That's why we offer our
customers a full range of custom polyurethane wheel options to find the perfect product to fit their needs.  It doesn't matter if it's a
small variation or a totally unique wheel, one piece or a thousand - Bestway can help!

• We can make you a wheel using virtually any durometer of Polyurethane in a wide range of colours.

• Solid Polyurethane wheels or use Aluminum, Ductile Iron, Machined Steel or even Stainless Steel Hubs.

• Any wheel size to suite your needs (diameter, wheel face, hub length, etc.)

• Custom bore sizes, bearing types, inserts and keyways are always available.

Other Options: If the right Polyurethane wheel just can't be found to suit your needs, why not try a custom wheel
made from our machineable UHMW ("Ultra High Molecular Weight") Polyethylene material?  Approved
for use with food, suitable for wet envirionments, and UV stabilized for outdoor use, it can be custom
machined to suit your every need (including V-groove and flanged wheels).  A pleasing white colour, it is
an excellent alternative to white Polyolefin or Nylon wheels.
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8300-UDU-RB

Model Wheel Hub Bearing Bearing Capacity Wheel Weight
Number Size Length Size Type (lbs.) Face (Approx)
6300-UDU-RB 6" X 3" 3-1/4" 1" or 1-1/4" Roller 5000 Flat 17.5
6300-UDU-TB 6" X 3" 3-1/2" 3/4" or 1" Tapered 9000 Flat 17.5
6400-UDU-RB 6" X 4" 4-1/4" 1-1/4" or 1-1/2" Roller 8000 Flat 21.0
6400-UDU-TB 6" X 4" 4-1/2" 1-1/4" Tapered 17000 Flat 21.0

8300-UDU-RB 8" X 3" 3-1/4" 1" or 1-1/4" Roller 6000 Flat 18.5
8300-UDU-TB 8" X 3" 3-1/2" 3/4" or 1" Tapered 9000 Flat 18.5
8400-UDU-RB 8" X 4" 4-1/4" 1-1/4" or 1-1/2" Roller 8000 Flat 25.5
8400-UDU-TB 8" X 4" 4-1/2" 1-1/4" Tapered 17000 Flat 25.5

10300-UDU-RB 10" X 3" 3-1/4" 1" or 1-1/4" Roller 6000 Flat 26.5
10300-UDU-TB 10" X 3" 3-1/2" 3/4" or 1" Tapered 9000 Flat 26.5
10400-UDU-RB 10" X 4" 4-1/4" 1-1/4" or 1-1/2" Roller 8000 Flat 35.0
10400-UDU-TB 10" X 4" 4-1/2" 1-1/4" Tapered 17000 Flat 35.0

12300-UDU-RB 12" X 3" 3-1/4" 1" or 1-1/4" Roller 6000. Flat 35.5
12300-UDU-TB 12" X 3" 3-1/2" 3/4" or 1" Tapered 9000 Flat 35.5
12400-UDU-RB 12" X 4" 4-1/4" 1-1/4" or 1-1/2" Roller 8000 Flat 46.0
12400-UDU-TB 12" X 4" 4-1/2" 1-1/4" Tapered 17000 Flat 46.0

16500-UDU-RB 16" X 5" 5-1/4" 1-1/4" or 1-1/2" Roller 10000 Flat 109.0
16500-UDU-TB 16" X 5" 5-1/2" 1-1/4" or 1-1/2" Tapered 25000 Flat 109.0

Options: (1) 1" Brass Flanged Bearing (3" Face only).  Substitute "BF" for "RB" in model number (eg. 12300-UDU-BF)
(2) 1" or 1-1/4" Vulcanized Rubber Seals (3" Face only).  Add "VS" to model number (eg. 6300-UDU-RB-VS)
(3) 1-1/4" or 1-1/2" Vulcanized Rubber Seals (4" Face only).  Add "VS" to model number (eg. 12400-UDU-RB-VS)

Notes: Custom sizes and Polyurethane durometers available.  Consult Factory.



MR SERIES MULTI-PURPOSE RUBBER WHEELS

EL SERIES ELIMINATOR GREY NON-MARKING RUBBER WHEELS

Model Wheel Hub Bearing Bearing Capacity Wheel Weight
Number Size Length Size Type (lbs.) Face (Approx)
2-MR-P 2" X 7/8" 1" 1/4" Plain 120 Flat 0.5

25-MR-P 2-1/2" X 1-1/8" 1-3/8" 5/16" Plain 150 Flat 0.5

3125-MR-P 3" X 1-1/4" 1-1/2" 3/8" Plain 210 Flat 0.5

4138-MR-P 4" X 1-3/8" 1-15/32" 3/8" Plain 300 Flat 1.5
4150-MR-RB 4" X 1-1/2" 1-5/8" 5/8" or 3/4" Roller 400 Flat 1.5
4200-MR-RB 4" X 2" 2-3/16" 5/8" or 3/4" Roller 450 Flat 2.0

5138-MR-P 5" X 1-3/8" 1-15/32" 3/8" Plain 300. Flat 1.5
5150-MR-RB 5" X 1-1/2" 1-5/8" 5/8" or 3/4" Roller 450 Flat 2.0
5200-MR-RB 5" X 2" 2-3/16" 5/8" or 3/4" Roller 550 Flat 2.0

6150-MR-RB 6" X 1-1/2" 1-5/8" 5/8" or 3/4" Roller 550 Flat 2.0
6200-MR-RB 6" X 2" 2-3/16" 5/8" or 3/4" Roller 650 Flat 3.0

8200-MR-RB 8" X 2" 2-3/16" 5/8" or 3/4" Roller 700 Flat 4.5

Options: (1) 1/2", 5/8" or 3/4" Delrin Bearing.  Substitute "DEL" for "RB" in model number (eg. 5200-MR-DEL)
(2) 1/2" Flanged Ball Bearing.  Substitute "BB" for "RB" in model number (eg. 4150-MR-BB)
(3) 5/8" or 3/4" Vulcanized Rubber Seals.  Add "VS" to model number (eg. 8200-MR-RB-VS)

Notes: All wheels can be supplied with Steel, Stainless Steel or Delrin Spanner Bushings.  See Page 75 for complete listing.

Bestway’s MR Series rubber wheel is the best of both worlds.  This advanced
design combines the higher load capacity and ease of movement offered by a hard
rubber wheel with the cushioning effect of a soft rubber wheel.  These wheels are
ideal for a wide range of industrial applications.
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5150-MR-RB4150-MR-RB

Our EL Series “Eliminator” wheel represents the ultimate evolution of the rubber
wheel.  This excellent wheel combines the advantages of a hard wheel for easy
movement and a soft wheel for quietness and floor protection.  Featuring a
grey non-marking rubber tread permanently bonded to a high-impact
polyolefin core, this wheel stands up to weather extremely well and resists
most chemicals, oils and acids.  Wheels can be steam cleaned and also
reject most debris and travellers found on shop floors.  Compare our capacities
to most competition models and you will see the “ELIMINATOR” eliminates the
need for various wheels. 4125-EL-BB6200-EL-RB

Model Wheel Hub Bearing Bearing Capacity Wheel Weight
Number Size Length Size Type (lbs.) Face (Approx)
3125-EL-BB 3" X 1-1/4" 1-1/2" 3/8" Ball Bearing 200 Flat 0.5

4125-EL-BB 4" X 1-1/4" 1-1/2" 3/8" Ball Bearing 220 Flat 1.0
4150-EL-RB 4" X 1-1/2" 1-5/8" 5/8" or 3/4" Roller 350 Flat 1.0
4200-EL-RB 4" X 2" 2-3/16" 5/8" or 3/4" Roller 600 Flat 1.0

5125-EL-BB 5" X 1-1/4" 1-1/2" 3/8" Ball Bearing 260 Flat 1.0
5150-EL-RB 5" X 1-1/2" 1-5/8" 5/8" or 3/4" Roller 400 Flat 1.0
5200-EL-RB 5" X 2" 2-3/16" 5/8" or 3/4" Roller 700 Flat 1.5

6150-EL-RB 6" X 1-1/2" 1-5/8" 5/8" or 3/4" Roller 500 Flat 1.5
6200-EL-RB 6" X 2" 2-3/16" 5/8" or 3/4" Roller 900 Flat 2.0

8200-EL-RB 8" X 2" 2-3/16" 5/8" or 3/4" Roller 900 Flat 2.5

Options: (1) 1/2" Delrin Bearing (1-1/4" Face only).  Substitute "DEL" for "BB" in model number (eg. 4125-EL-DEL)
(2) 1/2", 5/8" or 3/4" Delrin Bearing (1-1/2" and 2" Face only).  Substitute "DEL" for "RB" in model number (eg. 5200-EL-DEL)
(3) 1/2" Flanged Ball Bearing.  Substitute "BB" for "RB" in model number (eg. 4150-EL-BB)
(4) 3/4" Stainless Steel Roller Bearing.  Substitute "SSRB" for "RB" in model number (eg. 8200-EL-SSRB)
(5) 5/8" or 3/4" Vulcanized Rubber Seals.  Add "VS" to model number (eg. 6200-EL-RB-VS)

Notes: All wheels can be supplied with Steel, Stainless Steel or Delrin Spanner Bushings.  See Page 75 for complete listing.



RMC SERIES HI-CAPACITY RUBBER MOLDON WHEELS

SELECTING THE RIGHT WHEEL

These solid cushion rubber tires permanently moulded onto cast steel wheel centres provide rugged,
durable wheels that are widely used on industrial equipment.  Their reasonable unit cost contrasted
with the high cost of so called “demountable” types make moldons the most economical rubber
tires wheels to buy and maintain.  Tires average 1” thick and are 90A durometer (nominal)
hardness to increase capacity and ease of movement over softer models.  

With so many wheel types available to choose from, it can be difficult to select the right wheel for your application. 
Contact our experienced sales staff to ensure that you get the wheel that will work best for you.

Here are a few general tips to help you decide what type of wheel you need:

• Larger diameter wheels roll more easily than smaller diameter wheels.

• The harder the running face of the wheel, the more easlily it will roll.

• Crowned tread wheels offer better mobility than Flat tread wheels since there is less surface contact between the wheel
and the floor.

• Polyurethane has a higher load bearing capacity than rubber and is much more resistant to abrasion and tearing.

• Polyurethane is available in a very broad hardness range (eraser soft to bowlingball hard)

• Polyolefin/Polypropylene/Polyethylene, Nylon or Plastic core wheels are light weight and corrosion resistant, but will
carry less weight than metal hub wheels.

• Aluminum core wheels are corrosion resistant and offer greater capacity than non-metallic types, but have less capacity
than Cast Steel or Ductile Iron types.

• Ductile Iron types offer higher capacities than Cast Steel and will not chip, crack or split.

• Monolithic wheels (i.e. wheels made completely from one material) are not subject to tread separation such as may
occur on wheels with treads bonded to a metal, Polyolefin or plastic core.

66

8200-RMC-RB

Model Wheel Hub Bearing Bearing Capacity Wheel Weight
Number Size Length Size Type (lbs.) Face (Approx)
3150-RMC-RB 3" X 1-1/2" 1-5/8" 5/8" or 3/4" Roller 300 Flat 2.0

4150-RMC-RB 4" X 1-1/2" 1-5/8" 5/8" or 3/4" Roller 500 Flat 2.5
4200-RMC-RB 4" X 2" 2-3/16" 5/8" or 3/4" Roller 700 Flat 3.0

5150-RMC-RB 5" X 1-1/2" 1-5/8" 5/8" or 3/4" Roller 600 Flat 3.0
5200-RMC-RB 5" X 2" 2-3/16" 5/8" or 3/4" Roller 800 Flat 3.5

6150-RMC-RB 6" X 1-1/2" 1-5/8" 5/8" or 3/4" Roller 620 Flat 3.5
6200-RMC-RB 6" X 2" 2-3/16" 5/8" or 3/4" Roller 900 Flat 4.0
6250S-RMC-RB 6" X 2-1/2" 2-3/4" 1" or 1-1/4" Roller 1100 Flat 7.0
6300-RMC-RB 6" X 3" 3-1/4" 1" or 1-1/4" Roller 1360 Flat 12.0

8200-RMC-RB 8" X 2" 2-3/16" 5/8" or 3/4" Roller 1000 Flat 6.5
8250S-RMC-RB 8" X 2-1/2" 2-3/4" 1" or 1-1/4" Roller 1200 Flat 10.0
8300-RMC-RB 8" X 3" 3-1/4" 1" or 1-1/4" Roller 1680 Flat 13.0

10250S-RMC-RB 10" X 2-1/2" 2-3/4" 1" or 1-1/4" Roller 1500 Flat 12.5
10300-RMC-RB 10" X 3" 3-1/4" 1" or 1-1/4" Roller 2000 Flat 17.5

12300-RMC-RB 12" X 3" 3-1/4" 1" or 1-1/4" Roller 2280 Flat 21.5

Options: (1) 1/2", 5/8" or 3/4" Delrin Bearing (1-1/2" and 2" Face only).  Substitute "DEL" for "RB" in model number (eg. 5200-RMC-DEL)
(2) 1" or 1-1/4" Delrin Bearing (2-1/2" and 3" Face only).  Substitute "DEL" for "RB" in model number (eg. 8300-RMC-DEL)
(3) 1/2" Flanged Ball Bearing (1-1/2" and 2" Face only).  Substitute "BB" for "RB" in model number (eg. 4200-RMC-BB)
(4) 5/8" or 3/4" Vulcanized Rubber Seals (1-1/2" and 2" Face only).  Add "VS" to model number (eg. 8200-RMC-RB-VS)
(5) 1" or 1-1/4" Vulcanized Rubber Seals (2-1/2" and 3" Face only).  Add "VS" to model number (eg. 6250S-RMC-RB-VS)

Notes: All wheels can be supplied with Steel or Stainless Steel Bushings.  See Page 75 for complete listing.



AL-BB SERIES GREY NON-MARKING RUBBER WHEELS

WMT SERIES METAL DISC RUBBER TREAD WHEELS

RTC SERIES GREY DONUT NON-MARKING RUBBER WHEELS
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This is the same smooth rolling, grey non-marking rubber wheel that comes standard in our AL and
TWAL Series casters, but can be used anywhere a non-marking wheel is required.  Ball bearings and
thread guards are standard.

075-AL-BB

The RTC Series wheel is made from 65A Durometer grey non-marking rubber and is ideal for
institutional and light industrial use.  The unique Donut style tread allows for easy swivelling as only a
minor part of the tread comes in contact with the floor.  Let this wheel “float” your problems away.

10200C-RTC-RB

These wheels are used primarily for the hand truck business.  Rugged steel discs hold the solid rubber
tread in place to make a strong easy rolling wheel for industrial use. 

Model Wheel Hub Bearing Bearing Capacity Wheel Weight
Number Size Length Size Type (lbs.) Face (Approx)
050-AL-BB 2" X 3/4" 1-3/16" 5/16" Ball Bearing 80 Flat 0.5

075-AL-BB 3" X 1" 1-3/8" 5/16" Ball Bearing 150 Flat 0.5

Notes: Other sizes and bearing types may be available.  Consult Factory.

Model Wheel Hub Bearing Bearing Capacity Wheel Weight
Number Size Length Size Type (lbs.) Face (Approx)
6200C-RTC-RB 6" X 2" 2-3/16" 5/8" or 3/4" Roller 420 Crowned 4.5

8200C-RTC-RB 8" X 2" 2-3/16" 5/8" or 3/4" Roller 500 Crowned 6.5

10200C-RTC-RB 10" X 2" 2-3/16" 5/8" or 3/4" Roller 650 Crowned 9.5

Options: (1) 1/2", 5/8" or 3/4" Delrin Bearing.  Substitute "DEL" for "RB" in model number (eg. 6200C-RTC-DEL)
(2) 1/2" Flanged Ball Bearing.  Substitute "BB" for "RB" in model number (eg. 10200C-RTC-BB)
(3) 5/8" or 3/4" Vulcanized Rubber Seals.  Add "VS" to model number (eg. 8200C-RTC-RB-VS)

Notes: All wheels can be supplied with Steel, Stainless Steel or Delrin Spanner Bushings.  See Page 75 for complete listing.

Model Wheel Hub Bearing Bearing Capacity Wheel Weight
Number Size Length Size Type (lbs.) Face (Approx)
6150-WMT-RB 6" X 1-1/2" 2-3/8" 3/4" Roller 300 Flat 3.0

8200-WMT-RB 8" X 2" 2-3/8" 5/8" or 3/4" Roller 400 Flat 4.5

10200-WMT-RB 10" X 2" 2-5/8" 3/4" Roller 600 Flat 7.0

Notes: All wheels can be supplied with Steel, Stainless Steel or Delrin Spanner Bushings.  See Page 75 for complete listing.

8200-WMT-RB



NL SERIES NY-LITE POLYOLEFIN WHEELS

WNL SERIES WHITE POLYOLEFIN WHEELS

Blended from Polyolefins, our NL Series “Ny-Lite” wheels are a hard,
non-marking, stain resistant wheel.  This material is impervious to water and
highly resistant to abrasion, impacts, and chemicals.  With a temperature
range from -20° F to 180° F, it is steam cleanable to meet a high standard of
hygiene.  This wheel has a wide range of applications in the food industry
and meat processing plants.
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Model Wheel Hub Bearing Bearing Capacity Wheel Weight
Number Size Length Size Type (lbs.) Face (Approx)
2-NL-P 2" X 3/4" 1" 1/4" Plain 100 Flat 0.5

25-NL-P 2-1/2" X 1-1/8" 1-1/4" 5/16" Plain 225 Flat 0.5

3125-NL-P 3" X 1-1/4" 1-1/2" 3/8" or 1/2" Plain 275 Flat 0.5

4125-NL-P 4" X 1-1/4" 1-1/2" 3/8" or 1/2" Plain 300 Flat 0.5
4150-NL-RB 4" X 1-1/2" 1-5/8" 5/8" or 3/4" Roller 420 Flat 1.0
4200-NL-RB 4" X 2" 2-3/16" 5/8" or 3/4" Roller 500 Flat 1.0

5125-NL-P 5" X 1-1/4" 1-1/2" 3/8" or 1/2" Plain 300 Flat 0.5
5150-NL-RB 5" X 1-1/2" 1-5/8" 5/8" or 3/4" Roller 550 Flat 1.0
5200-NL-RB 5" X 2" 2-3/16" 5/8" or 3/4" Roller 650 Flat 1.5

6150-NL-RB 6" X 1-1/2" 1-5/8" 5/8" or 3/4" Roller 600 Flat 1.0
6200-NL-RB 6" X 2" 2-3/16" 5/8" or 3/4" Roller 800 Flat 1.5

8200-NL-RB 8" X 2" 2-3/16" 5/8" or 3/4" Roller 1000 Flat 2.0

Options: (1) 1/2", 5/8" or 3/4" Delrin Bearing.  Substitute "DEL" for "RB" in model number (eg. 5200-NL-DEL)
(2) 1/2" Flanged Ball Bearing.  Substitute "BB" for "RB" in model number (eg. 4200-NL-BB)
(3) 3/4" Brass Flanged Bearing.  Substitute "BF" for "RB" in model number (eg. 6200-NL-BF)
(4) 3/4" Stainless Steel Roller Bearing.  Substitute "SSRB" for "RB" in model number (eg. 5150-NL-SSRB)
(5) 5/8" or 3/4" Vulcanized Rubber Seals.  Add "VS" to model number (eg. 8200-NL-RB-VS)

Notes: All wheels can be supplied with Steel, Stainless Steel or Delrin Spanner Bushings.  See Page 75 for complete listing.

3125-NL-P 2-NL-P

This wheel is made from the same high-performance Polyolefins as our NL Series wheels but is
produced in a white colour.  This makes it ideal for steam clean, cart wash and clean room environments
(particularly the food industry) so dirt can clearly be seen for proper cleaning.

Model Wheel Hub Bearing Bearing Capacity Wheel Weight
Number Size Length Size Type (lbs.) Face (Approx)
2-WNL-P 2" X 3/4" 1" 1/4" Plain 100 Flat 0.5

3125-WNL-P 3" X 1-1/4" 1-1/2" 3/8" or 1/2" Plain 275 Flat 0.5

4125-WNL-P 4" X 1-1/4" 1-1/2" 3/8" or 1/2" Plain 300 Flat 0.5

5125-WNL-P 5" X 1-1/4" 1-1/2" 3/8" or 1/2" Plain 300 Flat 0.5

6150-WNL-RB 6" X 1-1/2" 1-5/8" 5/8" or 3/4" Roller 600 Flat 1.0

8200-WNL-RB 8" X 2" 2-3/16" 5/8" or 3/4" Roller 1000 Flat 2.0

Options: (1) 1/2", 5/8" or 3/4" Delrin Bearing.  Substitute "DEL" for "RB" in model number (eg. 6150-WNL-DEL)
(2) 1/2" Flanged Ball Bearing.  Substitute "BB" for "RB" in model number (eg. 8200-WNL-BB)
(3) 3/4" Brass Flanged Bearing.  Substitute "BF" for "RB" in model number (eg. 6150-WNL-BF)
(4) 3/4" Stainless Steel Roller Bearing.  Substitute "SSRB" for "RB" in model number (eg. 8200-WNL-SSRB)
(5) 5/8" or 3/4" Vulcanized Rubber Seals.  Add "VS" to model number (eg. 6150-WNL-RB-VS)

Notes: All wheels can be supplied with Steel, Stainless Steel or Delrin Spanner Bushings.  See Page 75 for complete listing.

5125-WNL-P



NY SERIES VIRGIN WHITE NYLON WHEELS

NYLON vs. POLYOLEFIN WHEELS

These wheels, moulded from #6 Nylon, are ideal for
steam cleaning and wet conditions.  Their shiny
white colour instantly shows dirt missed in
cleaning.  This material has exceptional wear
and abrasion resistance, high impact
strength, is lightweight, has greater load
bearing capacity than Polyolefin models, is
highly resistant to organic solvents and
most chemicals, and can operate at
temperatures from -40° F to 210° F.
Perfect for use in food processing, poultry
and meat packing plants.  

The advantage of a white wheel is that its bright white colour readily shows up any dirt deposited on its surface.  This is
ideal for washdown and steam clean applications (particularly in the food industry) where it is important to ensure that carts
are totally clean.

White wheels are available in both Polyolefin (WNL Series) and Nylon (NY Series) materials.  Which is best for you?

Both Polyolefin and Nylon are highly resistant to most chemicals, but overall Nylon is a much higher quality material.

Not only does Nylon have a greater load bearing capacity, but it is more resistant to impact, abrasion and wear.  It also has a
higher tolerance to heat (210° F for Nylon vs. 180° F for Polyolefin). 
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8200-NY-RB6200-NY-RB

Model Wheel Hub Bearing Bearing Capacity Wheel Weight
Number Size Length Size Type (lbs.) Face (Approx)
25-NY-P 2-1/2" X 1-1/8" 1-7/16" 5/16" Plain 225 Flat 0.5

3150-NY-RB 3" X 1-1/2" 1-5/8" 5/8" or 3/4" Roller 700 Flat 1.0
3200-NY-RB 3" X 2" 2-3/16" 5/8" or 3/4" Roller 800 Flat 1.0

080-NY-P 80mm x 30mm 40mm 12mm Plain 220 Flat 0.5

4150-NY-RB 4" X 1-1/2" 1-5/8" 5/8" or 3/4" Roller 600 Flat 1.0
4200-NY-RB 4" X 2" 2-3/16" 5/8" or 3/4" Roller 800 Flat 1.5

100-NY-P 100mm x 35mm 40mm 12mm Plain 300 Flat 0.5

5150-NY-RB 5" X 1-1/2" 1-5/8" 5/8" or 3/4" Roller 600 Flat 1.5
5200-NY-RB 5" X 2" 2-3/16" 5/8" or 3/4" Roller 1000 Flat 1.5

125-NY-P 125mm x 40mm 46mm 15mm Plain 350 Flat 1.0

6150-NY-RB 6" X 1-1/2" 1-5/8" 5/8" or 3/4" Roller 800 Flat 1.5
6200-NY-RB 6" X 2" 2-3/16" 5/8" or 3/4" Roller 1200 Flat 2.0

8200-NY-P 20mm 8" X 2" 2-3/8" 20mm Plain 1000 Flat 2.0
8200-NY-RB 20mm 8" X 2" 2-3/8" 20mm Roller 1000 Flat 2.0
8200-NY-RB 8" X 2" 2-3/16" 5/8" or 3/4" Roller 1200 Flat 3.0

Options: (1) 1/2", 5/8" or 3/4" Delrin Bearing.  Substitute "DEL" for "RB" in model number (eg. 6200-NY-DEL)
(2) 1/2" Flanged Ball Bearing.  Substitute "BB" for "RB" in model number (eg. 5150-NY-BB)
(3) 3/4" Brass Flanged Bearing.  Substitute "BF" for "RB" in model number (eg. 8200-NY-BF)
(4) 3/4" Stainless Steel Roller Bearing.  Substitute "SSRB" for "RB" in model number (eg. 6200-NY-SSRB)
(5) 5/8" or 3/4" Vulcanized Rubber Seals.  Add "VS" to model number (eg. 3200-NY-RB-VS)

Notes: All wheels can be supplied with Steel, Stainless Steel or Delrin Spanner Bushings.  See Page 75 for complete listing.



PN SERIES FULL PNEUMATIC WHEELS (STEEL CENTER)

SO SERIES SEMI-PNEUMATIC WHEELS

These fully Pneumatic wheels are ideal for movement over rough surfaces or for loads that
require special handling.  These wheels feature a de-mountable steel centre for easy repair and

replacement of tires or tubes.  A variety of hub lengths, bearing types and bearing sizes are
offered to suit virtually any application.

Designed for use in our PC Series Pneumatic Casters (see page 43).
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8L-PN-BB

Model Wheel Hub Bearing Bearing Capacity Hub Weight
Number Size Length Size Type (lbs.) Type (Approx)
6-PN-RB 6" X 2" 2-3/16" 3/4" Roller 300 Symetrical 2.0

8S-PN-BB 8" X 2-1/2" 2-1/2" 1/2", 5/8" or 3/4" Ball Bearing 300 Symetrical 3.0
8L-PN-BB 8" X 2-1/2" 3-1/4" 1/2", 5/8" or 3/4" Ball Bearing 300 Symetrical 3.0
8L-PN-RB 8" X 2-1/2" 3-1/4" 1" Roller 300 Symetrical 4.5

10S-PN-BB 10" X 3-1/2" 1-7/8" 1/2", 5/8" or 3/4" Ball Bearing 350 Symetrical 4.0
10L-PN-BB 10" X 3-1/2" 4" 1/2", 5/8" or 3/4" Ball Bearing 350 Symetrical 4.5
10-PNO-BB 10" X 3-1/2" 2-1/4" 1/2", 5/8" or 3/4" Ball Bearing 350 Offset 4.0
10L-PN-RB 10" X 3-1/2" 4-1/4" 1" Roller 500 Symetrical 8.0

12S-PN-BB 12" X 3-1/2" 2-1/2" 1/2", 5/8" or 3/4" Ball Bearing 350 Symetrical 7.0
12L-PN-BB 12" X 3-1/2" 4" 1/2", 5/8" or 3/4" Ball Bearing 350 Symetrical 7.5
12L-PN-RB 12" X 3-1/2" 4-1/4" 1" Roller 650 Symetrical 12.0

16-PN-BB 16" X 4" 3" 1/2", 5/8" or 3/4" Ball Bearing 500 Symetrical 7.0
16-PN-RB 16" X 4" 3" 1" Roller 500 Symetrical 7.0
16-PN-PBB 16" X 4" 3-5/8" 30mm Precision Ball 745 Symetrical 19.0

18-PN-TB 17-1/4" X 5-1/4" 5-1/2" 1" Tapered 1000 Symetrical 19.5

Options: (1) 1/2", 5/8" or 3/4" Delrin Bearing.  Substitute "DEL" for "BB" in model number (eg. 8L-PN-DEL)

These Semi-Pneumatic wheels are ideal for hand trucks or for outdoor use in garden centres or any
other application that requires a light capacity, large diameter wheel.  Ball bearings and offset hubs
for easy mounting are standard.

10275-SO-BB

Model Wheel Hub Bearing Bearing Capacity Hub Weight
Number Size Length Size Type (lbs.) Type (Approx)
8175-SO-BB 8" X 1-3/4" 1-3/8" 1/2" Ball Bearing 60 Offset 2.5
8250-SO-BB 8" X 2-1/2" 2-1/4" 1/2", 5/8" or 3/4" Ball Bearing 150 Offset 4.5

10175-SO-BB 10" X 1-3/4" 1-3/8" 1/2", 5/8" or 3/4" Ball Bearing 80 Offset 3.0
10275-SO-BB 10" X 2-3/4" 2-1/4" 1/2", 5/8" or 3/4" Ball Bearing 250 Offset 6.0

Notes: Other sizes and hub types may be available.  Consult Factory.



EAS SERIES ELASTOMER (SOLID) ANTI-STATIC WHEELS

PAL SERIES PALLET WHEELS

CW SERIES ELASTOMER CONVEYOR WHEELS

These yellow Anti-Static wheels are ideal for applications where static electricity is a problem.  Moulded
from special, hard Polyurethane to form an easy rolling wheel and fitted with Precision ball bearings.
Highly resistant to oils, solvents, fats, greases and many chemicals.
Conductivity may be affected by oil or wax build-up on floors.  Wheels should be checked monthly to
assure safety.
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4150-EAS-PBB

These heavy-duty Pallet Wheels are constructed of a hard 70D
durometer (nominal) Polyurethane tread, mechanically bonded
to a light and strong one-piece aluminum core.  Precision ball
bearings are standard to facilitate start-up. 

These solid Elastomer conveyor wheels are made from 70D durometer (nominal)
Polyurethane with precision ball bearings moulded directly into the wheel.  These wheels
offer excellent abrasion resistance and durability combined with a non-marking surface
that is quieter than standard steel models. 

CW-58-PBB CW-60-PBB

Model Wheel Hub Length Axle Bearing Capacity Wheel Weight
Number Size C/W Top Hats Size Type (lbs.) Face (Approx)
3150-EAS-PBB 3" X 1-1/2" 1-11/16" 5/16" Precision Ball 500 Flat 1.0

4150-EAS-PBB 4" X 1-1/2" 1-11/16" 5/16" Precision Ball 600 Flat 1.0

5150-EAS-PBB 5" X 1-1/2" 1-7/8" 3/8" Precision Ball 700 Flat 1.5

Options: (1) Stainless Steel Precision Ball Bearing.  Substitute "SSPBB" for "PBB" in model number (eg. 3150-EAS-SSPBB)
Notes: Custom sizes available.  Consult Factory

Model Wheel Hub Bearing Bearing Capacity Wheel Weight
Number Size Length Size Type (lbs.) Face (Approx)
CW-58-PBB 58mm x 20mm 12mm 20mm Precision Ball 300 Flat 0.5

CW-60-PBB 60mm x 20mm 12mm 20mm Precision Ball 300 Flat 0.5

Notes: Custom sizes available.  Consult Factory

8200-PAL-PBB3400-PAL-PBB

Model Wheel Hub Bearing Bearing Capacity Wheel Weight
Number Size Length Size Type (lbs.) Face (Approx)
3350-PAL-PBB 3" X 3-1/2" 3-1/2" 20mm Precision Ball 3000 Flat 2.0
3375-PAL-PBB 3" X 3-3/4" 3-3/4" 20mm Precision Ball 3000 Flat 2.0
3400-PAL-PBB 3" X 4" 4" 20mm Precision Ball 3000 Flat 2.0

3254-PAL-PBB 3-1/4" X 4" 4" 20mm Precision Ball 3000 Flat 2.5

8200-PAL-PBB 8" X 2" 2" 20mm Precision Ball 1500 Flat 7.0

Options: (1) Can be shipped without bearings (Bore Less Bearing).  Substitute 'BLB' for 'PBB' in model number (eg. 3350-PAL-BLB)
Notes: Custom sizes available.  Consult Factory

Other Bearing Sizes (including Imperial sizes) may be available.  Consult Factory.



REPACEMENT PARTS - BEARINGS

Roller bearings offer the best compromise between capacity, rollability and value in a bearing.
Constructed with a series of hardened steel rollers encased in a split metal sleeve cover.
Our standard bearing type.  Made in
North America.
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ROLLER BEARINGS
Retainer Washers

Model ID OD Length Steel Nylon Double Thrust
Number Nylon Washer
RB-12125 1/2" 1-1/16" 1-1/8" RW-12116 NW-12116 TW-12

RB-58150 5/8" 1-3/16" 1-3/8" RW-34136 NW-34136 DW-34136 TW-58
RB-34150 3/4" 1-3/16" 1-3/8" RW-34136 NW-34136 DW-34136 TW-34

RB-34178 3/4" 1-3/16" 1-7/8" RW-34136 NW-34136 DW-34136 TW-34
RB-58200 5/8" 1-3/16" 2" RW-34136 NW-34136 DW-34136 TW-58
RB-34200 3/4" 1-3/16" 2" RW-34136 NW-34136 DW-34136 TW-34
RB-10200 1" 1-7/16" 2" RW-10176 TW-10

RB-10250 1" 1-15/16" 2-1/2" RW-10115 TW-10
RB-14250 1-1/4" 1-15/16" 2-1/2" RW-14115 TW-14

RB-10300 1" 1-15/16" 3" RW-10115 TW-10
RB-14300 1-1/4" 1-15/16" 3" RW-14115 TW-14

RB-14400 1-1/4" 2-7/16" 4" RW-14276 TW-14
RB-15400 1-1/2" 2-7/16" 4" RW-15276 TW-15

RB-14500 1-1/4" 2-7/16" 5" RW-14276 TW-14
RB-15500 1-1/2" 2-7/16" 5" RW-15276 TW-15

A one-piece insert bearing
constructed from Delrin
material.  Our standard bearing
for use with stainless steel
casters where a cam style

brake is used.

SELECTING THE RIGHT BEARING
Finding the right caster for your application involves more
than just picking the fork and wheel types.  The bearing you
select for your wheel has a great impact on the overall
performance of your caster.

• For improved rollability select Flanged Ball Bearings,
Precision Ball Bearings, or Tapered Roller Bearings.

• For increased capacity select Tapered Roller Bearings or
Precision Ball Bearings.

• Wet conditions call for Delrin Bearings, Stainless Roller
Bearings or Stainless Precision Ball Bearings.

• High Heat applications require either Flanged Brass
Bearings or Hi-Lex Spanner Bushings.

• Precision Ball Bearings or Tapered Roller Bearings are
required for Towline applications.

Remember, whatever bearing you choose, proper regular
maintenance is required to keep it working!

An improved version of our
standard roller bearing featuring
a solid outer sleeve for
simplified installation and
improved grease retention.

Made in North America.

A fully stainless steel version of
our standard roller bearing.
Provides higher capacity and
improved rollability over Delrin
Bearings.

1-PIECE HEAVY DUTY ROLLER BEARINGS
Model ID OD Length
Number
HRB-58150 5/8" 1-3/16" 1-3/8"
HRB-34150 3/4" 1-3/16" 1-3/8"
HRB-34178 3/4" 1-3/16" 1-7/8"

STAINLESS STEEL ROLLER BEARINGS (ALL STAINLESS)
Model ID OD Length
Number
SSRB-34150 3/4" 1-3-16" 1-3/8"
SSRB-34200 3/4" 1-3-16" 2"
SSRB-10300 1" 1-15/16" 3"

ONE PIECE DELRIN BEARINGS
Model ID OD Length
Number
DB-12150 1/2" 1-3/16" 1-5/8"
DB-58150 5/8" 1-3/16" 1-5/8"
DB-34150 3/4" 1-3/16" 1-5/8"
DB-12200 1/2" 1-3/16" 2-1/8"
DB-58200 5/8" 1-3/16" 2-1/8"
DB-34200 3/4" 1-3/16" 2-1/8"
DB-10200 1" 1-7/16" 2"
DB-10250 1" 1-15/16" 2 @ 1-1/4"
DB-14250 1-1/4" 1-15/16" 2 @ 1-1/4"
DB-10300 1" 1-15/16" 2 @ 1-1/2"
DB-14300 1-1/4" 1-15/16" 2 @ 1-1/2"
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FLANGED ROLLER BEARINGS
Model ID OD Length
Number
RF-58138 5/8" 1-3/8" 1"
RF-34138 3/4" 1-3/8" 1"

FLANGED BRASS BEARINGS
Model ID OD Length
Number
BF-34136 3/4" 1-3/16" 5/8"

BF-10115 1" 1-15/16" 1-3/8"

Flanged roller bearings are a higher
capacity alternative to flanged ball
bearings such as those found on
our pneumatic and semi-pneumatic
wheels.  Made in North America.

Flanged brass bearings are ideal for
high-heat or corrosive environments or
for wet applications where Delrin
bearings are inappropriate.
Made in North America.

Delrin is a high-strength, wear resistant
material with a low coefficient of
friction.  This combined with good
chemical resistance and low moisture
absorption make it ideal for use as a
wheel bearing.  This is our standard
stainless bearing.  One-piece Delrin

bearings are required when a
cam-style brake (BR) is used.

Flanged ball bearings provide improved
rollability over standard roller bearings
however load capacity is reduced.

STAINLESS PRECISION BALL BEARINGS
Model ID OD Seal
Number Type
SSPBB-6203-2RS 17mm 40mm Rubber
SSPBB-6205-2RS 25mm 52mm Rubber

TOP HATS (SPACERS FOR PRECISION BALL BEARINGS)
Model ID Typical Wheel
Number Hub Length
SSTH-38 3/8" 1-5/8" (1-7/8" Leg Spacing)
SSTH-12 1/2" 2-3/16" (2-7/16" Leg Spacing)
SSTH-34S 3/4" 2-3/4" (3" Leg Spacing)
SSTH-34L 3/4" 3-1/4" (3-1/2" Leg Spacing)
SSTH-34XL 3/4" 2-3/4" (3-1/2" Leg Spacing)

Our fully sealed precision ball bearings
(available in both steel and stainless steel)
provide both greatly increased rollability
and higher capacity over roller bearings.
PBB’s are ideal for towline applications.

Our precision machined Top Hat
spacers are designed for use
with precision ball bearings.

FLANGED DELRIN BEARINGS
Model ID OD Length
Number
DF-12118 1/2" 1-1/8" 1/2"

DF-12136 1/2" 1-3/16" 11/16"
DF-58136 5/8" 1-3/16" 11/16"
DF-34136 3/4" 1-3/16" 11/16"

DF-12138 1/2" 1-3/8" 5/8"
DF-58138 5/8" 1-3/8" 5/8"
DF-34138 3/4" 1-3/8" 5/8"

FLANGED BALL BEARINGS
Model ID OD Length
Number
BB-38118 3/8" 1-1/8" 13/16"

BB-12136 1/2" 1-3/16" 7/16"

BB-12138 1/2" 1-3/8" 1/2"
BB-58138 5/8" 1-3/8" 1/2"
BB-34138 3/4" 1-3/8" 1/2"

PRECISION BALL BEARINGS
Model ID OD Seal
Number Type
PBB-6203-2RS 17mm 40mm Rubber
PBB-6204-2RS 20mm 47mm Rubber
PBB-6205-2RS 25mm 52mm Rubber

TOP HATS (SPACERS FOR PRECISION BALL BEARINGS)
Model ID Typical Wheel
Number Hub Length
TH-56 5/16" 1-5/8" (1-11/16" Leg Spacing)
TH-38 3/8" 1-5/8" (1-7/8" Leg Spacing)
TH-12 1/2" 2-3/16" (2-7/16" Leg Spacing)
TH-34S 3/4" 2-3/4" (3" Leg Spacing)
TH-34L 3/4" 3-1/4" (3-1/2" Leg Spacing)
TH-34XL 3/4" 2-3/4" (3-1/2" Leg Spacing)



TAPERED ROLLER BEARINGS
Model ID Typical
Number Installation
TB-12 1/2" Most 1-3/16" Bore Wheels

TB-34 3/4" Most 1-15/16" Bore Wheels

TB-10 1" Most 1-15/16" Bore Wheels

TB-14 1-1/4" Most 2-7/16" Bore Wheels
TB(HD)-14 1-1/4" Most 2-7/16" Bore Wheels

TB-15 1-1/2" Most 2-7/16" Bore Wheels

TB-20 2" Most 2-7/16" Bore Wheels
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Tapered roller bearings offer both much higher load bearing
capacity and improved rollability over standard roller
bearings.  They are suitable for towline applications.

Vulca seals are a rubberised version of our
standard steel retainer washers and are used to
provide a seal for our standard roller bearings.

HEAD SEALS
Model Series Used With
Number
HS-BW BW, RT, SSBW and SSRT Series
HS-HD HD, LH, SSHD and SSLH Series
HS-LD LD and SSLD Series
HS-LS LE, LS, SSLE and SSLS Series

STAINLESS STEEL RETAINER WASHERS
Model ID OD
Number
SSRW-34136 3/4" 1-3/16"
SSRW-10115 1" 1-15/16"

STEEL THRUST WASHERS
Model ID
Number
TW-12 1/2"
TW-58 5/8"
TW-34 3/4"
TW-10 1"
TW-14 1-1/4"
TW-15 1-1/2"

STAINLESS STEEL THRUST WASHERS
Model ID
Number
SSTW-12 1/2"
SSTW-34 3/4"
SSTW-10 1"

NYLON RETAINER WASHERS
Model ID OD
Number
NW-12116 1/2" 1-1/16"
NW-34136 3/4" 1-3/16"

DOUBLE NYLON RETAINER WASHERS
Model ID OD
Number
DW-34136 3/4" 1-3/16"

WASHERS AND TOP HATS - SELECTION AND INSTALLATION GUIDE
Different bearing types require different combinations of washers to ensure
proper operation of the wheel. Here is a brief guide:

• Retainer Washers are used to "retain" or hold in place Roller Bearings
(standard, 1-piece and stainless steel).

• Thrust Washers are used in conjunction with Retainer Washers to keep
the Caster fork legs from compressing against the side of the wheel.

• Double Nylon Washers are a combination Retainer Washer and Thrust
Washer together in one piece.

• Flanged bearings (Delrin, Flanged Brass, Flanged Roller and Flanged Ball)
and Tapered Roller Bearings do not require washers to be installed.

• Casters using Cam Style Pedal Brakes (BR) must use separate Retainer
and Thrust Washers (rather than Double Nylon Washers) to operate.

• Precision Ball Bearings require the use of Top Hat Spacers.

Retainer washers are used to firmly hold roller
bearings in place in the wheel.  They are
available in steel, nylon or stainless steel.

Head seals are soft gaskets
used to seal the raceways on
a  caster to prevent infiltration
of debris.

VULCA SEALS
Model ID OD Thickness
Number
VS-34136 3/4" 1-3/16" 3/32"
VS-58136 5/8" 1-3/16" 3/32"
VS-10115 1" 1-15/16" 1/8"
VS-14115 1-1/4" 1-15/16" 1/8"
VS-14276 1-1/4" 2-7/16" 1/8"
VS-15276 1-1/2" 2-7/16" 1/8"

STEEL RETAINER WASHERS
Model ID OD
Number
RW-12116 1/2" 1-1/16"
RW-34136 3/4" 1-3/16"
RW-10176 1" 1-7/16"
RW-10115 1" 1-15/16"
RW-14115 1-1/4" 1-15/16"
RW-14276 1-1/4" 2-7/16"
RW-15276 1-1/2" 2-7/16"

REPACEMENT PARTS - BEARINGS, WASHERS & SEALS
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Spanner bushings are used to “span” the distance between
the legs of the fork.  The
Spanner is locked in
place allowing the
bearing to turn freely.
Precision machined

and     cross-drilled to
allow for lubrication of the

wheel bearing.

A fully stainless steel
version of our standard
steel spanner bushing.

DELRIN SPANNER BUSHINGS
Model ID OD Length
Number
DSB-5612196 5/16" 1/2" 1-9/16"

DSB-3812158 3/8" 1/2" 1-5/8"

DSB-1234178 1/2" 3/4" 1-7/8"
DSB-1234276 1/2" 3/4" 2-7/16"

These spanners are made from high-strength Delrin material
and are a lower cost alternative to stainless steel spanner
bushings.

CUSTOM COMPONENTS
Bestway has it's own in-house machine shop where we can
quickly manufacture any custom replacement part or
component you may require.

If you require a component that is not listed on these
pages, give us the specifications and we can make it for
you.  As with all of our custom specials, we offer speedy
delivery and unbeatable pricing.  There is no minimum order
quantity required.

Here's just a sample of the custom products we can
produce for you:

• Axle Kits (Plain and Grease)

• Spanner Bushings

• Top Hat Spacers for PBB's

• Flanged Metal Bearings

We can machine your product in the material of your choice
(Steel, Stainless Steel, Brass, Bronze, Delrin).

We can also source non-standard bearing types and sizes
to suit your specific application needs.

HI-LEX SPANNER BUSHINGS
Model ID OD Length
Number
HL-56 5/16" 12mm 1-5/8"

HL-38 3/8" 15mm 1-7/8"

These special spanner bushings are designed to allow wheels
to turn through the expansion and contraction often
experienced in high-heat applications that cause other
bearings to squeak and bind.
They are intended for use with our special High-Temp
Monolithic Wheels (HTM Series).

STAINLESS STEEL SPANNER BUSHINGS
Model ID OD Length
Number
SSB-5612M111 5/16" 12mm 1-11/16"
SSB-5612196 5/16" 1/2" 1-9/16"
SSB-5658111 5/16" 5/8" 1-11/16"
SSB-5634111 5/16" 3/4" 1-11/16"
SSB-5612M178 5/16" 12mm 1-7/8"

SSB-3812196 3/8" 1/2" 1-9/16"
SSB-3815M178 3/8" 15mm 1-7/8"
SSB-3858111 3/8" 5/8" 1-11/16"
SSB-3858178 3/8" 5/8" 1-7/8"
SSB-3834111 3/8" 3/4" 1-11/16"
SSB-3834178 3/8" 3/4" 1-7/8"

SSB-1234178 1/2" 3/4" 1-7/8"
SSB-1234276 1/2" 3/4" 2-7/16"
SSB-3410300 3/4" 1" 3"

SSB-3410312 3/4" 1" 3-1/2"

REPACEMENT PARTS - SPANNER BUSHINGS

STEEL SPANNER BUSHINGS
Model ID OD Length
Number
SB-5638112 5/16" 3/8" 1-1/2"
SB-5638196 5/16" 3/8" 1-9/16"
SB-5612196 5/16" 1/2" 1-9/16"
SB-5658111 5/16" 5/8" 1-11/16"
SB-56RM178 5/16" 12mm 1-7/8"

SB-3812196 3/8" 1/2" 1-9/16"
SB-3812178 3/8" 1/2" 1-7/8"
SB-3858111 3/8" 5/8" 1-11/16"
SB-3858178 3/8" 5/8" 1-7/8"

SB-1258178 1/2" 5/8" 1-7/8"
SB-1258276 1/2" 5/8" 2-7/16"
SB-1234178 1/2" 3/4" 1-7/8"
SB-1234276 1/2" 3/4" 2-7/16"
SB-1210300 1/2" 1" 3"
SB-1210312 1/2" 1" 3-1/2"

SB-5834178 5/8" 3/4" 1-7/8"
SB-5834276 5/8" 3/4" 2-7/16"
SB-5810300 5/8" 1" 3"
SB-5810312 5/8" 1" 3-1/2"

SB-3410300 3/4" 1" 3"
SB-3410312 3/4" 1" 3-1/2"

SB-1014312 1" 1-1/4" 3-1/2"
SB-1014412 1" 1-1/4" 4-1/2"

SB-1415312 1-1/4" 1-1/2" 3-1/2"
SB-1415412 1-1/4" 1-1/2" 4-1/2"
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PLAIN AXLE KITS
Model Diam. Length
Number
AK-25112 1/4" 1-1/2"
AK-25134 1/4" 1-3/4"
AK-25200 1/4" 2"

AK-56200 5/16" 2"
AK-56214 5/16" 2-1/4"
AK-56212 5/16" 2-1/2"

AK-38214 3/8" 2-1/4"
AK-38212 3/8" 2-1/2"
AK-38300 3/8" 3"

AK-12300 1/2" 3"
AK-12312 1/2" 3-1/2"
AK-12400 1/2" 4"
AK-12412 1/2" 4-1/2"
AK-12500 1/2" 5"
AK-12512 1/2" 5-1/2"
AK-12612 1/2" 6-1/2"

AK-34412 3/4" 4-1/2"
AK-34500 3/4" 5"
AK-34512 3/4" 5-1/2"
AK-34900 3/4" 9"

AK-10512 1" 5-1/2"

AK-14612 1-1/4" 6-1/2"
AK-14700 1-1/4" 7"
AK-14912 1-1/4" 9-1/2"
AK-14130 1-1/4" 13"

Plain axles (without grease
fittings) are used with spanners
and  bearings that do not require

lubrication.

Grease axles are hollow
axles that are fitted with a

grease nipple to allow periodic
lubrication of the wheel bearing.

STAINLESS STEEL PLAIN AXLE
Model Diam. Length
Number
SSAK-56214 5/16" 2-1/4"

SSAK-38212 3/8" 2-1/2"

SSAK-12300 1/2" 3"
SSAK-12312 1/2" 3-1/2"

SSAK-34412 3/4" 4-1/2"
SSAK-34500 3/4" 5"

CHOOSING THE RIGHT AXLE KIT
There are several things to consider when selecting an Axle kit.

• The Diameter of the Axle is determined by the Axle hole
size of the caster being used.

• The Length of the Axle is determined by the fork leg
spacing of the caster used.  On some light duty casters a
slightly longer axle may be required if a Side Pedal Brake
is installed.

• Stainless Steel material should be used with all Stainless
Steel casters regardless of bearing type or material.

• Plain Axles should be used where there is no requirement
to lubricate the wheel bearing (i.e. Plain Bore, Flanged
Ball Bearings, Flanged Roller Bearings and Precision Ball
Bearings).

• Grease Axles are used where periodic lubrication of the
wheel bearing is required (i.e. Roller Bearings, Delrin
Bearings, 1-Piece Heavy Duty Roller Bearings, Stainless
Steel Roller Bearings and Tapered Roller Bearings).

A fully stainless steel version of our standard plain axles.

A fully stainless steel version
of our standard grease axles.

GREASE AXLE KITS
Model Diam. Length
Number
GAK-56214 5/16" 2-1/4"
GAK-56212 5/16" 2-1/2"

GAK-38214 3/8" 2-1/4"
GAK-38212 3/8" 2-1/2"
GAK-38300 3/8" 3"

GAK-12300 1/2" 3"
GAK-12312 1/2" 3-1/2"
GAK-12400 1/2" 4"
GAK-12412 1/2" 4-1/2"
GAK-12500 1/2" 5"
GAK-12512 1/2" 5-1/2"
GAK-12612 1/2" 6-1/2"

GAK-34412 3/4" 4-1/2"
GAK-34500 3/4" 5"
GAK-34512 3/4" 5-1/2"
GAK-34900 3/4" 9"

GAK-10512 1" 5-1/2"

GAK-14612 1-1/4" 6-1/2"
GAK-14700 1-1/4" 7"
GAK-14130 1-1/4" 13"

STAINLESS STEEL GREASE AXLE
Model Diam. Length
Number
SSGAK-56214 5/16" 2-1/4"

SSGAK-38212 3/8" 2-1/2"

SSGAK-12300 1/2" 3"
SSGAK-12312 1/2" 3-1/2"

SSGAK-34412 3/4" 4-1/2"
SSGAK-34500 3/4" 5"
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